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SPECTIAL NOTE:
FOR LOCATION AND MD STANDARD O
RAMPS REFER TO THE ROADWAY PLANS.
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CDNSTRUCTION DETAILS | INSTALL 6'X30’ QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN 1/4” FLEXIBLE
: | TUBING (3-6-3 WINDING) AND SPLICE TGO EXISTING 2-C ALUMINUM SHIELDED
A. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH LED PEDESTRIAN e
PARALLEL TO CROSSWALK). NOTE: INSTALL 1-3 IN. CONDUIT BEND EXISTING Loop.
IN POLE BASE. \ | \
| @ M.  INSTALL 1“ RIGID GALVANIZED STEEL CONDUIT (FOR DETECTOR SLEEVE).
B. INSTALL LED PEDESTRIAN COUNTDOWN SIGNAL HEAD, APS | ‘ |
 PUSHBUTTON, AND SIGN (ORIENTED PARALLEL TO N. ADJUST EXISTING HANDHOLE TO FINAL SIDEWALK GRADE.
'CROSSWALK) ON EXISTING SIGNAL POLE. |
C. USE EXISTING CONDUIT. STATE. OF MARYLAND
DEPARTMENT OF TRANSPORTATION
D. USE EXISTING CABINET. STATE HIGHWAY ADMINISTRATION
| . OFFICE OF TRAFFIC & SAFETY
E. USE EXISTING HANDHOLE. TRAFFIC ENGINEERING DESIGN DIVISION | | :
F. USE EXISfTING SPAN WIRE. MD 108 @ MELLENBROOK ROAD/BENDIX ROAD‘
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